
The unique design for bridge PCI Express to USB 3.1 & USB3.0 simultaneously

Support Windows 7, Windows 8, Windows 8.1 and Windows 10

Complaint with USB 3.1 specifica on Gen 2, 10Gbps maximum

Support 1x type C USB 3.1 port and 2x type A USB 3.0 ports

Support PCI Express Gen 3.0 single-lane x 1

Complaint with xHCI specifica on Rev. 1.1

Support power output type C +5VDC/ 3A and type A +5VDC/900mA 

per port maximum 

Fully support data transfer rate 10G/5G/480M/12M/1.5Mbps

Compliant to standard and low-profile bracket design

Feature

Super  Speed 

     10 Gbps & 5 Gbps

+

FeatureatureF
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HPU-321AS

USB 3.1 Gen2: 10Gbps
USB 3.1 Gen1: 5Gbps
PCI Express 3.0 x 1
1 x USB 3.1 ports (type C) & 2 x USB 3.0 ports (type A)
SATA power (standard) / 4-pin power Molex (op onal) 
DC+5V
type C: Max. 3A ; type A: Max. 900mA
opera ng temperature: 0°C ~40°C
FCC, CE

Windows 7 32/64, Windows 8.X 32/64, Windows 10

12 cm
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